icon display means for displaying icons each corresponding to 
each function managed by said management means; and 

settings information display means for displaying at least a part of the 
settings information in regard to a fi nction corresponding to an icon selected by a user 
from among the icons displayed by said icon display means, in proximity of the selected 



icon. 



3. (Amended) The apparatus according to claim 1, further comprising: 
search means for acquiring information concerning each of various 
peripheral devices connected to a network; and 



device icon display 
each of various peripheral device 



means. 



means for displaying at least one icon corresponding to 
, based on the information acquired by said search 



4. (Amended) The apparatus according to claim 1, wherein said settings 



information display means disph 
device or a network name of the 



ys at least information relating to the type of peripheral 
Deripheral device as the settings information. 



5. (Amended) The apparatus according to claim 1, further comprising 
designating means for allowing the user to designate, in order to select, a desired icon from 
among the icons displayed by said icon display means; 

wherein, when a desired icon is designated for a predetermined period of 
said settings information display means displays, in 



time by said designating means, 
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proximity of the desired icon, tool-tips for displaying settings information in regard to the 
function corresponding to the desired icon. 

6. (Amended) method of presenting a display on a network terminal 
apparatus, the method comprising: 

a management step of managing settings information for each of a plurality 
of functions, wherein the settings information indicates an identifier of each function and 
one or a plurality of peripheral devices for implementing each function; 

an icon display step of displaying icons each corresponding to each function 
managed at said management step; and 

a settings inforn lation display step of displaying at least part of settings 
information in regard to a funcnon corresponding to an icon selected by a user from among 
the icons displayed at said icon display step, in proximity of the selected icon. 



8. (Amended) r 'he method according to claim 6, further comprising: 
a search step of acquiring information concerning each of various peripheral 



devices connected to a networ p and 

a device icon display step of displaying at least one icon corresponding to 



each of various peripheral de's 

9. (Amended 
information display step disp 



ices, based on the information acquired at said search step. 

The method according to claim 6, wherein said settings 
ays at least information relating to the type of peripheral 



device or a network name of the peripheral device as the settings information. 
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1 0. (Amended) Tne method according to claim 6, further comprising a 
designating step of allowing the user to designate, in order to select, a desired function 
from among the icons displayed/ at said icon display step; 

wherein, when a desired icon is designated for a predetermined period of 
time at said designating step, said settings information display step displays, in proximity 
of the desired icon, tool-tips for displaying settings information in regard to the function 
corresponding to the desired i con. 

1 1 . (Amende i) A computer-readable storage medium storing program 
codes of a method of presem ing a display on a network terminal apparatus, said storage 
medium comprising the cod ;s of: 

a management step of managing settings information for each of a plurality 
of functions, wherein the settings information indicates an identifier of each function and 
one or a plurality of peripheral devices for implementing each function; 

an icon display step of displaying icons each corresponding to each function 
managed at said management step; and 

a settings information display step of displaying at least a part of settings 
information in regard to a 
the icons displayed at saic 



function corresponding to an icon selected by a user from among 
icon display step, in proximity of the selected icon. 



13. (Amended) The storage medium according to claim 11, further 
comprising the codes of: 
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A 

a search step of acqui ing information concerning each of various peripheral 
devices connected to a network; and 

a device icon display step of displaying at least one icon corresponding to 
each of various peripheral devices, based on the information acquired at said search step. 



storage medium according to claim 11, wherein the 
step displays at least information relating to the 
name of the peripheral device as the settings 



14. (Amended) The 
code of said settings information display 
type of peripheral device or a networfc 
information. 

15. (Amended) The forage medium according to claim 11, further 
comprising code of a designating step of allowing the user to designate, in order to select, a 
desired icon from among the icons displayed at said icon display step; 

sd icon is designated for a predetermined period of 
time by the code of said designating &tep, the code of said settings information display step 
displays, in proximity of the desired icon, tool-tips for displaying settings information in 
regard to the function corresponding jo the desired icon. 



wherein, when a desir 



H- 



16. (New) A network erminal apparatus comprising: 

management means for managing settings information for each of a plurality 

rmation indicates an identifier of each function and 



of functions, wherein the settings infc 



one or a plurality of peripheral devices for implementing each function; 
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icon display means fo 
managed by said management means 
designating means fo 



■ displaying icons each corresponding to each function 



allowing a user to designate, in order to select, a 



desired icon from among the icons qisplayed by said icon display means; and 

settings information (display means for, when an icon is designated for a 
predetermined period of time, displaying at least a part of settings information in regard to 
a function corresponding to the des ignated icon. 



17. (New) The network 
the designating means that design^ 
information is displayed by said 
placed on the designated icon for 



a management step 



terminal apparatus according to claim 16, wherein 
:es the icon is a cursor and the at least a part of settings 
information display means when the cursor is 
predetermined period of time. 



se tings 



the 



18. (New) A methi >d of presenting a display on a network terminal 
apparatus, the method comprising: 

of managing settings information for each of a plurality 
of functions, wherein the settings i iformation indicates an identifier of each function and 
one or a plurality of peripheral devices for implementing each function; 

of displaying icons each corresponding to each function 



an icon display step 
managed by said management step 

a designating step o$ allowing a user to designate, in order to select, a 
desired icon from among the icons displayed at said icon display step; and 
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a settings information display step of, when an icon is designated for a 
predetermined period of time, displa; dng at least a part of settings information in regard to 
a function corresponding to the desi^ nated icon. 



19. (New) The method 
designated by a cursor at said designating 
is displayed at said settings informatibn 
designated icon for the predetermine< 



according to claim 18, wherein the icon is 
ing step and the at least a part of settings information 

display step when the cursor is placed on the 
period of time. 



20. (New) A computer-readable storage medium storing program codes of 
a method of presenting a display on a [network terminal apparatus, said storage medium 
comprising the codes of: 

a management step of managing settings information for each of a plurality 
of functions, wherein the settings infojmation indicates an identifier of each function and 

for implementing each function; 
an icon display step of < lisplaying icons each corresponding to each function 
managed by said management step; 

a designating step of all awing a user to designate, in order to select, a 

ilayed at said icon display step; and 



one or a plurality of peripheral devices 



desired icon from among the icons dis 



I 



a settings information display step of, when an icon is designated for a 
predetermined period of time, displaying at least a part of settings information in regard to 



a function corresponding to the designai 



1 a icon. 
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